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Model No. PST-60S-12e PST-60S-24e

oUTPUT

Power, CoNTiNUoUS 600 Watts 600 Watts
Power, SUrge (for <1 SeC) 1000 Watts 1000 Watts

oUTPUT VolTage 230 VAC +/- 3% 230 VAC +/- 3%
oUTPUT freqUeNCy 50 Hz 50 Hz

oUTPUT VolTage waVeforM Pure Sine Wave Pure Sine Wave
ToTal HarMoNiC diSTorTioN < 3% < 3%

iNPUT

iNPUT VolTage 10.7 to 16.5 VDC 21.4 to 33 VDC
MaXiMUM iNPUT CUrreNT 80 A 40 A

iNPUT CUrreNT aT No load < 800 mA < 600 mA
low iNPUT VolTage warNiNg alarM 10.7 V 21.4 V

low iNPUT VolTage SHUT-dowN 10 V 20 V
HigH iNPUT VolTage SHUT-dowN 16.5 V 33 V

oPeraTiNg aMbieNT TeMPeraTUre 0 to 40ºC +/- 5ºC 0 to 40ºC +/- 5ºC
Peak effiCieNCy 85% 85%

CooliNg Temperature Controlled Fan
dC iNSTallaTioN kiT (oPTioNal) DC-1000-KIT

CoNNeCTioNS

iNPUT Tubular type screwdown terminals
oUTPUT 1 Schuko Type of receptacle

iNTerNal dC Side iNPUT fUSe 40A x 2 20A x 2
reMoTe RC-15 (optional) RC-15 (optional)

geNeral

diMeNSioNS, (l x w x H) 281 x 241 x 82 mm 281 x 241 x 82 mm
diMeNSioNS, (l x w x H) 11.1 x 9.5 x 3.2 inch 11.1 x 9.5 x 3.2 inch

weigHT, kg 2.5 2.5
weigHT, lb 5.4 5.4

Ce CoMPliaNCe
SafeTy Conforms to EN 60950-1

eMi/eMC EN 55022: Class B; EN 55024; EN 61000-3-2; EN 61000-3-3

Design Features

 - High efficiency
 - Low battery voltage alarm
 - Protections: input low voltage, input over voltage,  

over temperature, over load, short circuit 
 - Low idle power draw
 - Optional remote control (sold separately): Model RC-15
 - Comes with pin-type battery cable lugs
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Model 
PST-60S-12E  
12 VDC - 230 VAC
PST-60S-24E 
24 VDC - 230 VAC

dC-aC inverter
    Pure Sine wave


